CD PLAYER 


DP-R40/70 
DP-R3070 Wee 


INSTRUCTION MANUAL 


KENWOOD CORPORATION 


This instruction manual is used for two models. 
Model availability and features (functions) may differ 


depending on the country and sajes area. 


For Europe and U.K. 


CE notice 


This {these} equipment(s) is (are) in conformity with the provision of EMC Directive, 89/336/EEC, 
92/31/EEC and S3/68/EEC, 


For your records 

Record the serial number, found on the back of the unit, in the spaces designated on the 
warranty card, and in the space provided below. Refer to the model and serial numbers 
whenever you call upon your dealer for information or service on this product. 

Mode! ___ es dSerial Number 


Unpacking 

Unpack the unit carefuliy and make sure that all accessories are put aside so they wil! not 
be lost, 

Examine the unit for any possibility of shipping damage. If your unit is damaged or fails to 
operate, notify your dealer immediately. If your unit was shipped to you directly, notify the 
shipping company without delay. Only the consignee (the person or company receiving the 
unit} can file a claim against the carrier for shipping damage. 

We recommend that you retain the original carton and packing materials for use should you 
transport or ship the unit in the future. 


Accessories 


Audio cord system control cord 


(DP-R4070 only} AC Blug 80a pier a ieiccdea seni | 
Remote control! unit w....... ees eeseeee (Except for U.S.A., Canada, United King- 
Batteries (R6/AA) dom, Europe and Australia.) 


Contents Caution: Read the pages marked A\ carefully to ensure safe operation. 
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Controls and indicators v.....ecsesees A MEE NG eas hcwacsununcroneniadectaswneuse.sreuess 12 
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(DP-R4070 only) woes 5 5) 1 ll St Free ene eo 13 
DANN LAY fesestnisncmredidte ace calvleaten SA Guan G- Maintenance .cc.2 niietoosieectawn 15 
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Special features 


Adoption of mechanism that enables 
disc changing even during Playback 


POPPE ee Pert Seer ay 


4 other discs can be changed not only when the unit is stopped, but also 
during playback. (Refer to page 7.) 


Programmed play .......2cc:ncecesesseeeesereees ... he program mode allows you to play desired tracks in the order you 


want to hear them. A maximum of 32 selections can be entered in 
memory. (Refer to page 8.) 


MULTI EDIT Several CDs can be edited and recorded on 1 tape. (Refer to page 13.) 


Seed ee EE 


Before applying power 


A, Caution: Read this section carefully to ensure safe operation. 


Units are designed for operation as follows. 


* AC voltage selection 
part oe CAMA eecneseeesnerercrsteene wostemns 120 : only The AC voltage selector switch on the rear panel is set to the voltage 
USULAILD «seresseereeseerenserentnersnernensenennenernsnaennonerzenes 240 V only that prevails in the area to which the unit is shipped. Before 
Europe and U.K. PTOTCTETTOCCET oP EEPTT TPE Pr OLer rT Cer err Pe rer ecee 230 V only connecting the power cord to your AC outlet, make sure that the 
* Other countries ............... 110-120 { 220-240 V switchable setting position of this switch matches your line voltage. If not, it 


must be set to your voltage in accordance with the following 
direction. 


For the United Kingdom 


Factory fitted moulded mains plug AC voltage selector switch 


1. The mains plug contains a fuse. For replacement, use onlya 13-Amp 
ASTA-approved (BS1362) fuse. 


2. The fuse cover must be refitted when replacing the fuse in the 


= 
=| 


20 110-120 @ } £0 BOY +. 


moulded plug. 

. Do not cut off the mains plug from this equipment. If the plug fitted 
is not suitable for the power points in your home, or the cabie is too 
short to reach a power point, then obtain an appropriate safety 
approved extension lead or adapter, or consult your dealer, 

If nonetheless the mains plug is cut off, remove the fuse and 
dispose of the plug immediately, to avoid a possible shock hazard 
by inadvertent connection to the mains supply. 


IMPORTANT 


The wires in the mains lead are coloured in accordance with the 
following code. 


3 


Move switch lever to match your line voltage with 
a small screwdriver or other pointed tool. 


Blue  ; Neutral 
Brown : Live 
Do not connect those leads to the earth terminal of a three-pin plug. 


Ni ete | mm AAA ee 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector switch. 


Safety precautions 


A Caution: Read this section carefully to ensure safe operation. 


WARNING: To PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE 
TO RAIN OR MOISTURE. 


CAUTION 


RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 
VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOL- 


TAGE” WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) IN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 
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| System connections 


Make connections as shown below. When connecting the related system components, refer also to the instruction 
manuals of the related components. 
Do not plug in the power lead until all connections are completed. 


Malfunction of microcomputer 


If operation is not possible or erroneous display appears even though all connections have been made properly, reset the microcomputer referring 
to "In case of difficulty’. 


Cassette deck. 


System control cord 
toptional) 


To AC outlet 
Audio cord 


System contro! card 


System control connection 

When connected to an amplifier or receiver having KENWOOD 
SYSTEM CONTROL terminais, system operation such as remote 
control is made possible. For details, refer to the instruction manual 
of the amplifier or receiver. 

If your amplifier or receiver is not equipped with the SYSTEM CON- 
TROL terminals, do not connect anything to any SYSTEM CONTROL 
terminals, 

Do not connect the unit in any system configuration other than 
specified. 


CCRS 
By connecting the SYSTEM CONTROL terminal of this unit with the 
"(XS “ SYSTEM CONTROL terminal of a KENWOOD cassete deck, 


CCRS recording can be carried out. 


Amplifier or receiver 


@ Be sure to insert the system control cord plugs fully into the 
SYSTEM CONTROL terminals. 

@ If the system control cord and audio cords are not connected 
properly, the automatic system governing remote control and 
system functions will not operate. 


The CCRS function is used when recording from a CD to a tape ina 
cassette deck, and operates to adjust the cassette deck’s recording 
lavel to the optimum setting according to the playing level of the CD. 
Fer details on the CCRS function, refer to the instruction manual 
provided with your cassette deck. 


Notes: 

1. Connect all cords firmly. If connections are loose, there could be loss of sound or noise produced. 

2. When plugging and unplugging connection cords, be sure to first rernove the power cord fram the AC outlet. 
Plugging/unplugging connection cords without removal of the power cord can cause malfunctions or damage to the unit. 
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Controls and indicators 


indicator 
ALL indicator 


RANDOM indicator 


EDIT indicator 
REPEAT indicator 


Program mode indicator 
Music calender (1 ~ 20) 


a | es ee) ee | 


AANDOM: eniT: MDORCIREPEAT 
i @: :o. HTRAER NG, TOTAL 
J 


Ss 7 s 2a 10! 
i 
141 12 13 14 151 
i 
1817 18 19 20! 
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Play indicator 
Pause indicator 


Time counter, Program No. 
(SINGLE / TOTAL) 


Disc No. indicators 


TRACK NO. indicator 


Skip keys 
( [eee] , [>i }} 


Display Disc selector keys 
: = (DISC 1] ~ [DISC 5) 


Numeric keys 
{(4] ~ {0}, [10)) (a key 
( ) 


P.MODE key DISC SKIP key 
POWER switch CHECK key 
| CLEAR key 


KENWDCD WELATIPLE COMPACT ON PLAYER 


control knob 


ee on Search keys |' 
emote contro ! 
light sensor EDIT mode key tees | 3 
(DP-R4070 only) STOP key : : 
TIME DISP. key | REPEAT key ((m)) 

Disc tray : 

RANDOM key PHONES jack ! 

PHONES LEVEL : 


(DP-R4070 only) 


PLAY/PAUSE key 
( } 
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Operation of remote control unit (DP-R4070 only) 


DISC SELECTOR keys ([1]~(5]) 


RANDOM key 
REPEAT key DISC SKIP key 
TIME DISP. key 
EDIT MODE key Numeric keys 
CHECK key ((1] ~[0},[40)) 
CLEAR key 
P.MODE key 
Play/pause key 
Skip keys Stop key 


Search keys 


REMOTE CONTROL UNIT 
RC-PO401 


Model: RC-P0401 
Infrared ray system 


The operations of each are the same as 
these of the keys in the unit. 


M@ Loading batteries 


4 Remove the cover. Operating range 


Remote control light 
sensor 


2 Insert batteries. 


e Insert two AA-size (R6/SUM-3) batteries as indicated by the | Approx. operating range 
polarity marking. 


3 Close the cover. 


@ Wher two operation keys on the remote control unit are pressed : 
successively, press each key securely reserving an interval of | 
more than 1 second for each press. | 


Notes: 

1. The supplied batteries are intended for use in operation checks, Therefore, their lives may be shorter than ordinary batteries. 

2. When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 

3, Malfunction may occur if direct sunlight or the light of a high-frequency lighting fluorescent lamp enters the remote control light sensor. In such 
a case, change the system installation position to prevent the malfunction. 


DP-R4070 / DP-R3070 (En) 5 


Manual play 


POWER switch Disc selector keys aneee key 
i P.MODE key (DISC 1]~ [BISC 5) — 
DISC SKIP key | 
(ee), >) 


F—1- PLAY/PAUSE key 
}: (Pana) 


PHONES LEVEL 


Search keys contral knob 
e ee ( [+], [>>]) ! PHONES jack 
M@ Playing a CD from the beginning i aveneeefDP:R4070 only) 


1 Press the POWER switch to ON. 


? Load a CD. 


@ Open the disc tray. => @) Place a disc on the tray. 


a @ Vhen inserting three or more discs , use the 
—F [DISC SKIP] key to rotate the tray. 
Sid ¢ Un to five discs may be inserted. 
@ When inserting a disc while the tray rotates, a 
malfunction might occur. 
Insert the disc when the tray does not rotate. 


Rotary tray 


Hold the dise taking care net to touch the side to be played. 


| 3 Close the tray. All disc indicators * Q * light regardless of how 
; many discs are present. 


4 a xX « 
5 7 8S B 19 


| 
ho, ‘PREAH MD. 


oeeeeao il! 92 


If there is no disc in the selected disc tray, the 
4. Start playback. corresponding indicator goes out. 


Select the disc. 


DSc 1 Ol8Ce osc s OIsc 4 oO1Iscs 


) Dise indicator durtng Playback (¥} ee ae 


Track No. being played played 


@ Play will commence from the disc selected. When two or more discs are inserted, the discs will be played in ascending order from disc 1. 
@ When the PLAY/PAUSE key [F/IT] is pressed without selecting a disc, playback will start from the indicated DISC NO, 


To pause CD play To stop CD play 


Lights up 


To resume playback, press the/»/m] key again. 
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To skip tracks 


@ Ifthe indicator is lighted, press the [P. MODE] key. 


a a 
‘ = 
* * 

by 


@ When the [I<] key is pressed once during play, the track starts 
again from the beginning. 


4 Select the desired disc. 


DISG 1 DISC 2 DISC DISC 4 DBCS 


© 


3 Select the desired track. 
To fast forward and backward 


== 
a a 


~t-al 


ee 
Fast-reverse Ch ag Fast-forward 


@ The track will start to play from where you release the key. 


Examples of input 

Track No. 7: 

Track No, 11: [7] 
Track No. 20: [d) 


@ Play starts from the selected tune and after. 


@ Changing Discs 


During playback: When the unit is stopped: 
Open the disc tray. @Open the disc tray. 
@ Press the [4] key. @ Press the [4] key. 
@Change discs. @Press the |DISC SKIP! key, rotate 
e During playback of disc D, discs @ and @ can be the rotary tray, and change discs. 
changed. 


@ When changing disc @ or ®), press the|DISC SKIP 


key and rotate the rotary tray. 


cCS> 


Rotary tray 


HM Listening through headphones (DP-R4070 only) 


1 Insert the headphone plug into the headphones 


jack. 2 Adjust the volume. 


©.. 


PHONES LEVEL 
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Programmed play (PGM mode) 


The program mode allows you to play desired tracks in the order you want to hear them. A maximum of 32 selections can 
be entered in memory. 


@ Playing desired tracks in desired order 


1 Press the STOP key. | 4. Start playback. 


STor 


? Enter the PGM mode. @ |} one of the skip keys ( [mri] or [ed] ) is pressed during 


= programmed playback, the track being played is skipped in the 
indicator lights up. forward or reverse direction. 


To check the programmed order 
indicator lights up. 


3 Program desired tracks in desired order. 


Example: Select track 5 on DISC 4. 
(1) Select the disc. 


Display showing program No. 12, DISC 3, 
track No, 7, 
Dist 1 MISh 2 MISC 2 NISC 4 DISC 5 


® Every time the |CHECK j key is pressed, the track No, and the | 
order it was programmed (P-No.} are displayed in the order af 
programming. 


@) Select the track number. @ The previous display will rasume in a few seconds, 


a > we. ck : To resume normal playback 


7 & 210 


@ The playback in the order of the track Nos. on CD will start after | 
the track being played. 


Track number 


To stop programmed playback 


@ By repeating steps ® and @, up to 32 tracks may be selected, 
lf "FULL" is displayed, no further programming can be accepted, 


@ If you made a mistake, press the |CLEAR] key and select the 
correct track. 


To program all tracks on a disc: 


@ By pressing the |P. MODE] key without selecting track numbers, 
all the tracks on the disc selected in step @ will be programmed. 


Lights up. 


M@ To add a track to the program 


1 Press the STOP key. 


STOP 


? Select the track No. to be added. 


@) Select the disc. 


nise 1 OSC 2 DISCS DIC 4 Ose 5 


Ly) 


@) Select the track number. 
crt 
er co * 


Examples of input 
Track No. 7: 


Track No. 11: (1] 
Track No, 20: [o} 


M@ To clear tracks from the program 


Clearing from the last track 


@ Every time the key is pressed, tracks are cleared from the last 
track in order. 
@ The track being played cannot be cleared. 


Clearing the whole program 


indicator goes off. 


e Selected tracks can be also completely cleared just by pressing 
the [A] key. 


Dise selector keys 
ise’s] 


Open/Clase ke 
(DISTT) ~ a Y 


P.MODE key 
CLEAR key 


CHECK key STOP key PLAY/PAUSE key 


{ap (rai) 
M To change a track in the program 


Press the STOP key. 


Press the CHECK key. 


CHECK 


Press until the P-No, to be changed is displayed. 


3 Select the track No. to replace the previous one. | 


@ Select the disc. 


DISC 1 OSC 2 DISC 3 DISC 4 DISCS 


8 


(@) Select the track number. 


== 
a a 


Examples of input 

Track No. 7: 

Track No. 11: 
Track No. 20: | 


Auto-Space function 
In the program mode, a space of about 4 seconds is inserted automat 
cally between the programmed tracks. This function is provided to 
facilitate the DPSS function of the cassette deck. However, such a 
space may also be inserted in case the sound of two tracks are 
continued, for example with some classic music and live recordings. 
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: 3 Select the desired disc. 


Repeated play 


mM Repeated playback 


One-disc repeat 


: 1 Press the STOP key. 


Repeated playback of programmed tracks 


2 “Enter the PGM mode. nctea ter lgitsne, 


P.MODg 


2 Enter the PGM mode. indicator lights up. 


P. MODE 


CE 


ORCROROMS) 


3 Select the desired track(s). 
4) Select the disc. 


CISC 1 DISC 2 DISC 3 DISC 4 DISC 5 


© 


@) Select the track number. 


®D 
Osc 1 OIC 2 DISC 2 DBCS DISCS 


= 


hy) Press the [P. MODE |key 


once again. 


aor 


e All of the selected tracks will be played repeatecily. 
@ |f only one track is selected, that track will be played repeatedly. 


4. Press the REPEAT key. 


REPEAT | indicator lights up, 


2 Press the REPEAT key. 


REPEAT 


To stop repeat play 


Press the| REPEAT| key again. 


3 Start playback. indicator goes off. 


@ All tracks on all discs in the tray will be played repeatedly. 
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Random play 


The random play function chooses tracks at random (non- 
selected), and in differing order. 


m@ Playing tracks in a random order 


1 Make sure the indicator is extinguished. 
indicator goes off. 


P.MOCE 


@ Ifthe indicator is lighted, press the | P.MODE| key. 


? Press the RANDOM key. 


RANDOM 


During random track selection 


During random selection play 


Maho 


co 
OMCRORORS 


oss See 
BO OTRO, Wo 


ace ee 9 es 


@ Tracks fram all the dise(s) in the tray will be played randomly. 

@ When the first track has been played, another track is selected at 
random again, and played. 

@ Random play stops after al! of the tunes have been played once. 

@ If the[REPEAT]key is pressed, random play operation is repeated 
continuously. 


TIME DISPLAY 


PLAY/PAUSE key 
(Riau) 


Disc selector keys 


P,. MODE key BSC A sions 


SS 


joo CoO oo 


STOP key 


(Ty 


BANEOMRGY® "GEDEAT Key 


To select another track during random play 


To cancel random play 


Press any one of these keys. 


@ Normal play starts from the track 
being played. 


@ Playback stop. 


Press the! TIME DISP.] key when you want to check the elapsed time and remaining time of the track being played. Every time the [TIME DISP. 


key is pressed, the displayed time changes as shown below. 


During random play or programmed play, display will show SINGLE TIME cnly. 


SINGLE/TOTAL TIME display 


SINGLE TIME 


TIME CBP. 


5 age 


Time display Gx@IMPl@S woes eas eae 


Elapsed time of 
the track baing 
played 


SINGLE TIME TOTAL TIME TOTAL TIME 


Remaining time 
of the whole CD 


Elapsed time of 
the whole CD 


Remaining time 
of the track be- 
ing played 


“22537 23:45 


“36.15 


DP-R4070 / DP-R3070 (En) 11 


ae Te SSS a= 


ae 


Editing 


Open/Close key ([4l) 
Normal EDIT: Edit from one disc. Numeric keys 


MULTI EDIT: Edit and record from several discs. 


(7]~[Ol. (#10); Disc selector keys 
U-(21. HO) ose. BSCS 


) 


@ Normal EDIT 


This function is for editing when you are recording the 
contents of a CD onto a tape. itis to ensure that the final track 
on each side of the tape is fully recorded and that the possible EDIT mode key TIME DISP. key STOP key Skip keys 

recording time on the tape will be fully used. ({m) <<]. [ey 


The CD contents are edited as follows. 

(1} The input tape recording time is divided by two, and tracks that 
can be accommodated in file A (which refers to tracks on tape 
side A) are selected in order of their track Nos. 


1 Press the STOP key. 
STOP indicator goes off. 


Blinks. 


e@ Make sure the [PGM} indicator is extinguished. 


74 Press the EDIT mode key. Lights up. 


Piel 


Ys) sca 
M ® @ ® © 


Boies aes. (2} Inafew seconds, the time Jeft on tape side Ais displayed, then file 


B (tracks on tape side B) is edited in the same manner. 


3 Select the disc to be edited {one disc only). 


MISS 1 OSC 2 DISC Otc 4 osc § 


© 


e The edit function cannot be used for two or more cises. 


| 4. Input the recording time of the tape. 
D Blinks. 


® By pressing the TIME DISP. [key the set time-length intervals will. 
change in this order: 46-+54-+60-+90— -- 
Te 


@ When"-~" ts displayed, the interval length can be adjusted with 
the skip keys[»»l|and[-e-<]in units of one minute (to a maximum 
of $9 minutes). 

[mi] : increase by one minute. 
[dd] : decrease by one minute. 


@ Press the EDIT mode key once again. 


Entry of the tape time with the numeric keys: 
Press the numeric keys as shown below. 
30-minute tape: [0] 
46-minute tape: (6) 
@ When the interval length has been set using the numeric keys, 
the [EDIT] key does not have to be pressed after the interval has 
been set. 
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@ |f the [mj key or [&! key is pressed during editing, editing will be | 
suspended and the function. will be terminated. 


Completion of editing 


Lights up. 


The order of CD tracks are changed automatically so that no tunes is 
interrupted at the end of tape sides A and B. 


Side A 


2 ea | | 
Se | ae ae | ee 


M@ MULTIEDIT 


Several CDs can be edited and recorded on 1 tape. 


Choose songs from each disc, and edit/record while confirming ‘cr 


the remaining time on files A and B, respectively. 


1 Press the STOP key. 
STOP indicator goes off, 


| 2 Press the EDIT mode key. 


Eur 


Press aX’ 


| 3 Input the recording time of the tape. 
D Blinks. 


e By pressing the{TIME DISP. |key the set time-iength intervals will 
change in this order: 46-+54-+60-90— -- 
_——— ee 


e When *-~-"is displayed, the interval length can be adjusted with 
the skip keys[]and[é<]in units of one minute (to a maximum 
of 99 minutes). 

[mri] : increase by one minute, 
(Hé<d | ; decrease by one minute. 
@) Press the EDIT mode key once again. 


ECHT 


© 


Entry of the tape time with the numeric keys: 
Press the numeric keys as shown below. 
30-minute tape: [o} 
46-minute tape: [6] 


@ When the interval length has been set using the numeric keys, 
the [EDIT | key does not have to be pressed aiter the interval has 
been set. 


| 4. Select the disc to be edited (one disc only). 


DISC 1 DEC 2 DISC 3 DSC 4 ASC So 


Open/Close key ([/4]) 
Numeric keys 
((4] ~ (0), [s10)) 


Dise selector keys 


(DISC 7] ~ DISC 5}) 


EDIT mode key TIME DISP. key STOP key Skip keys 


(<<), >) 


bh Select the tracks to be recorded. 


== 
ae a Le 


@ if you made a mistake, press the key and select the 
correct track. _ 

@ The time remaining on side A or side B is indicated on the display. 

@ When the time left on side A is !ess than the play time of the 
selected sang, that song wil! be programmed on side B. | 

@ lf*b-FULL"is displayed, no further programming can be accepted. 


6 Recording 


When recording with a 
cassette deck equipped 
with CCRS function: 


Press the CCRS key. 


When recording with a | 
normal cassette deck: 


@ Adjust the recording | 

levels. } 
@) Press the record key. 
@ Play the CD. 
Cassettedeck 


@ With the CCRS function, the 
recording starts after about 
1 minute. . 

@ If you have a cassette deck 
capable of Double-speed 
recording, use Normal- 
speed recording. 


When recording the 2nd and 3rd discs, repeat steps 4 - 6. 


® Change discs and, if the “b-01" indication is given when you first 
select a song, turn the tape to the start of side B. 


Recording occurs as shown below (example when 
three CDs are to be recorded). 


Side A First CD Second CD 


Side B 
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Editing 


CLEAR key Open/Close key 


P.MODE key 


CHECK key STOP key 


= key 
(|i H}) 
To check the edited contents M@ To play an edited program 


Press the CHECK key. 


( To play the A file: 


indicator lights up. 


osc 
ao OTRO NC. 


AHS A ELLE 


The tunes in the A file are played in sequence and the 
player enters pause mode at the beginning of the B file. 


2) To play the B file: 


During normal EDIT: | 
When the |CHECK| key is pressed, the track Nos. of edited songs | 
will automatically be displayed in the order they are edited, 


During MULTI EDIT: 


Every time the [CHECK;key is pressed, the track Nos. are 
displayed in the edited order, 


@ Playback stops after having played the B file. 


M@ To record an edited program HM To clear the edited contents 


The CCRS recording function may be used by connect- Normal! EDIT: MULTI EDIT : 
ing the CD player to any KENWOOD cassette deck with | 

an “(Xs)” mark, using a system control cord. 

For details please refer to “Recording of CD playback” Press either af these keys. 

section in your cassette deck instruction manual. 


eo 
NO «TA Ne. 


El 
O1616.6.6- 1 lL CRS ei es 


CCRS display 


@ if you have a cassette deck capable of Double-speed recording, 
use Normal-speed recording. 


Notes: 

1. While you can edit with a different time setting to that of the tape you are using, part of the tape may be left with nothing recorded on it, or the 
last track on side A or side B may be cut short. 

2. Up to a maximum of 32 tracks can be edited using this junction. 

3, The EDIT function may not operate properly for discs having only one track or having tracks of long duration such as classical music. 
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Maintenance 


Disc handling precautions 
Handling 


Hold compact discs so that you do not 
touch the playing surface. 


Labet side 


— Playing side 


Do not attach paper or tape to either the 
playing side or the label side of compact 
discs. 


Discs which can be played with this unit 


CD (12 cm, 8 cm), CDV (only the audio part} 


¢ With CD-G {CD Graphics) discs, this untt can play only the audio. 


Cleaning 
lf fingerprints or fareign matter be- 
(O) come attached to the disc, lightly 


wipe the disc with a soft cotton cloth 
{or similar) fram the center of the cise 
outwards in a radial manner. 


Storage 

When a dise is not to be played for a 
long period of time, remove it from 
the CD player and store it in its case. 


Never play a cracked or warped disc. 

During playback, the disc rotates at high speed in the player. 
Therefore, to avoid danger, never use a cracked or deformed disc 
or a disc repaired with tape or adhesive agent. 


Note related to transportation and movement 


Before transporting or moving this ‘unit, carry out the following 

operations. 

1. Turn the power ON but do not load a disc. 

2. Wait a few seconds and verify that the display shown appears. Wait 
further a few seconds. 

3. Turn the power OFF. 


Beware of condensation 


When water vapor comes into contact with the surface of cold 
material, water drops are produced. 

lf condensation occurs, correct operation may not be possible, or the 
unit may not function correctly. 

This ts not a malfunction, however, the unit should be dried, 

(To do this, turn the POWER switch ON and leave the unit as it is for 
several nours.} 
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Be specially careful in the following conditions. 

@ Vhen the unit is brought from a cold place to a warm place, and 
there is a large temperature difference. 

e \VWhen a heater starts operating. 

@ VWhen the unitis brought from an air-conditioned place toa place of 
high temperature with high humidity. 

@ When there is a large difference between the internal temperature 
of the unit and ambient temperature, or in conditions where 
condensation occurs easily. 
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Timer operation 


The unit has the timer stand-by function. 
With this function and commercially-available audio timer, playback can be started at the desired time. 


: Wall AC outlet 
1 Connect the power cord. = 


@ Connect each unit's power cord to the SWITCHED outlet of | Ampitior ‘ 
the timer Amplifier a 
® Refer to the instruction manual of the timer. Connect to the SWITCHED outlet. 


2 Turn on the amplifier and the unit. | 


3 insert a disc and set the starting time of the timer. 


@ Set the timer while the unit and the arnplifier are ON, 
@ Playback starts at the set time. 
@ Be careful of the volume setting of the amolifier. (The loud sound may damage the speakers.) 


Note: 
When operating the unit other than CD player using an audio timer, be sure to remove the disc from the CD player. 


For the U.S.A. 


CAUTION: 

Use of controls or adjustments or performance of 
procedures other than those specified herein may resuit 
in hazardous radiation exposure, 


in compliance with Federal Regulations, following are 
reproductions of labels on, or inside the product relating 
to laser product safety. 


The marking of products using lasers 
{Except for some areas.) KENWOOD CORPORATION 


2967-3, ISHIKAWA-CHO, HACHIQJI-SHI, 
TOKYO, JAPAN 


| CLASS 1 | 
® LASER PRODUCT | 
KENWOOD CORP. CERTIFIES THIS EQUIPMENT 


| CONFORMS TO DHHS REGULATIONS NO. 21 
The labe! !s attached to the rear panel and says that the component CFR 1040.10, CHAPTER i, SUBCHAPTER J. 


uses laser beams that have been classified as Class 1. 
It means that the unit is utilizing laser beams that are of a weaker 
class. There is no danger of hazarcous radiation outside the unit. 
Location: Back Panel 
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in case of difficulty 


When appears to be a malfunction may not always be serious. If your unit should not perform as expected, consult the 
table below to see if the problem can be corrected before seeking help from your dealer or service representative. 


Operation to reset 


The microcomputer may fall into malfunction (impossibility to 


operate, erroneous display, etc.) when the power cord is 
unplugged while power is ON or due to an external factor. In this 


case, execute the following method to reset the microcomputer 


and return it to normal condition. 


No power is applied with the POWER 


switch ON. 


Disc is loaded, player does not play. 


Musicisinterrupted. (Soundisskipped.) 


Disc begins to play when power is 


switched ON. 


Note: 


@ Power plug is loosely connected. 


e With the power plug connected to the 
switched AC outlet of an amplifier, the 
power of the amplifier is turned off. 


@ Disc is loaded upside down. 
@ Disc ts loose, 
@ Disc is dirty. 


@ Disc is cracked. 
@ Condensation occured on the coptical lens 
unit. 


@ Disc is not loaded, 
e Play mode is not entered (The play/pause 
indicator is not lit). 


@ Disc ts too dirty. 


@ Disc is cracked. 
e The connection cords are inserted loosely. 


@ Disc is too dirty. 


@ Disc is cracked. 
@ Oscillation is applied to this unit. 


@ The CD player will automatically play when 
a disc has been inserted and power 1s 
switched ON. 


Unplug the power cord from the power socket 
and plug the power cord into the socket again. 


@ Insert the power plug firmly to the AC 
outlet. 
@ Turn the amplifier’s power ON. 


@ Load the disc again with tts label side up. 

@ Insert disc property. 

@ Wipe off the dust cn the surface of the disc 
referring to "Dise handling precautions”, 

@ Replace the disc with a new one. 

@ Leave the player for about 1 hour so that 
the condensation is removed, 


@ Load adiscand press the PLAY/PAUSE key 


: 
e Press the PLAY/PAUSE key [sit] . 


e Wipe off the dust on the disc surface 
referring to "Dise handling precautions”. 

e@ Replace the disc with a new one. 

@ Connect all connection cords firmly, 


@ Wipe off the dust on the disc surface 
referring to “Disc handling precautions”. 

@ Replace the disc with a new one. 

e Tryselectinga place where no strong vibra- 
tions occur by changing the installation 
place, etc. 


@ Toavoid disc playing automatically, remove 
disc before switching off power. 


Do not use contact cleaners because it could cause a malfunction. Be specially careful against contact cleaners containing oil, for they may deform 


the plastic components. 
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Specifications 


[Format] [General] 
SYSTEM -->1-00sc2resnesnerane Compact disc digital audio system POWED COMSUTIPTIGM = +eer1ssccensscenssnensoessossessveaaewsecexzenenes 10 W 
LG OE wrceicciivcuscawevavhsncsvcsusssvescsstscadisasse Semiconductor laser DIMBENSIONS --=- +2220 sesees eens essecssseneass W: 440 mm (17-5/76") 
Number of channels «+---+-++-:22.::020na srsssenssesees 2 Channels H:123 mm (4-13/16"} 
Playing rotation --:-sssecnssenesssee 200 rpm - 500 rpm (CLV) D:392mm (15-7/16") 
Weight (Net) --::::ccrecsstecsssccrreseuenensseeseesaneaenne 5.0 kg (11.0 Ib} 
[D/A convertors} 
D/A COTVEFSION «1reccrssesnnseeevecnsnesteneasesesneszazeenzzaeaaseasaas 1 Bit 
OVErsaMpling -rresssscrecesnsnestseausesasessaneneesenens 8 fs {352.8 kHz) 
[Audio] 
Frequency r@SPONSE -22-012222 sees 4 Hz ~ 20 kHz, +1.0 dB 
Signal to nNOise ratio --+----+-2-es..ssssss esses «+ MViore than 96 dB 
Dy MAMic ange «++-=+:02ecssccversesavesesrsesnveserase More than 94 dB 
Total harmonic distortion + noise 
ddawedusiessdesebddsancadotneuessesccoscase Less than 0.007 % {at 1 kHz) 
Channel separation ----------.... More than 90 dB (at 1 kHz) 
Wow flutter -----+---0:-::2.ssenesessnenses ereeeee InNMeasurable limit 
Output level/impedance 
Pl seed acevvasiesah scavenentvatesvaceavescussinasitestaecacetes 2.0 V/3.3 kQ 
Headphone output (11ax,.) ---+:--rerceseunnseenvene 20 mW/32 © 
(DP-R4070 only) 
Note: 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without notice. 


For CANADA 

DOC REGULATION 

“This digital apparatus dees not exceed the CLASS B limits for radio noise emissions fram digital apparatus as set out in the radio interference 
regulations of the Canadian Department of Communications”. 


For the U.S.A. 

FCC WARNING 

This equiprnent may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference unless 
the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an unauthorized 
change or modification is made. 


NOTE 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause harmful 
interference to radio communications, if it is nat installed and used in accordance with the instructions. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio ar television reception, which can 
be determined by turning the equipment off and cn, the user is encouraged to try to correct the interference by one or more of the following measures: 
— Reorient or relocate the receiving antenna. 

— Increase the separation between the equipment and receiver. 

——~ Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

— Consult the dealer or an experienced radio/TV technician for help. 


Note: 

The unit's power supply is secondarily connected. Nota following. 
The untt is not completely disconnected from the mains as long as the 
power cord is connected te a wall outlet. 


Observera: 

Apparatens stramidrsérjning kopplas fran sekundart. V.g. ge akt pa 
foljande. 

Apparaten frankopplas inte helt och héallet fran strémnétet medan 
apparatens natsladd ar ansluten till vaxelstrémsuttaget. 


Huom: 

Virta yKsikké6n on kytketty pois sekundaaripuclelta. Huomioi seuraava. 
Tama yksikkS ei ole kokonaan kypketty pois paa virranjakajasta kun paéa 
katkarsin on liitettyna virtatiiriin. 
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Bemeerk: 

Strammen til apparatet afbrydes pa den sekundeere side. Vear 
opmeerksom pa felgende. 

Denne enhed er ikke fullstendig koblet fra lysnettet 54 lenge stikket er 
tilsluttet stikkontakten. 


Anmerkning: 

Strammen til apperatet er slatt av pa sekundaersiden. Vaer opomerksom 
pa det felgende. 

Dette apparatet koples ikke fullstendig fra nettet s4 lenge stepselet 
star i en stikkontakt, selv om strambryteren settes i av-stilling. 


ze F aS 
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